**Advanced security and reliable performance.**

**INCLUDED ACCESSORIES:**

- **Motion Detection Control Panel®**
  Activates the opener’s lights automatically.

- **3-Button Remote Control**
  Operates up to 3 openers or MyQ Light Accessories.

**POWERFUL ADD-ONS:**

- **Battery Backup**
  Powers up the opener when the power’s out.

- **Remote Light Control**
  Enables home lighting control through a garage remote or a smartphone.

- **Garage Door and Gate Monitor**
  Monitors and closes up to 4 garage doors from any room in the house.

- **Mini Universal Remote Control**
  Compact and portable to provide quick, easy garage access.

- **Wireless Keyless Entry**
  Provides convenient, secure access from outside the garage with a 4-digit PIN.

**INCLUDED ACCESSORIES:**

- **Battery Sold Separately**
  LIFETIME Motor
  1-YEAR Parts and Accessories

**P3 MOTORS®**

- **DC Motor**
  Is purposefully designed and built to last.

- **Chain Drive System**
  For steady performance and industrial strength.

- **Battery Backup Capability**
  Ensures access during power outages (requires battery backup).

- **Soft Start/Stop**
  For smooth operation.

**myQ®**

- **Free MyQ® Mobile App**
  So users know their home is secure.

- **Built-In Wi-Fi**
  For the easiest way to connect the garage.

- **Real-Time Alerts**
  Indicate the status of the garage door via email or push notifications.

- **Monitor and Control**
  The opener from anywhere using mobile devices.

**Security+ 2.0**

- **Safeguards Garage Access**
  By sending a new code with every click.

- **PosiLock®**
  Electronically protects against forced openings.

- **Alert-2-Close**
  Signals when a door is being closed by MyQ.

- **Motion Detector**
  Lights the way automatically.

- **The Protector System®**
  Invisible light beam auto-reverses the door if there is an obstruction.
**Masterful Engineering.**

**Motor**
- 12VDC
- 53 RPM
- Automatic Thermal Protection

**Power**
- 120VAC
- 60 Hz Voltage
- 2.7A Current Rating
- UL Listed
- 4’ Power Cord (3-Prong)

**Mechanics**
- Steel Chassis, T-Rail and Trolley
- Full Chain Drive Mechanism (63:1 Gear Reduction and Adjustable Door Arm)
- Auto-Force Adjustment for Changing Weather and Environmental Conditions
- Electronic Limits for Easy Setup
- DC Wi-Fi Logic Board with Built-in Surge Suppressor

**Standard Specs.**

**Security+ 2.0® Radio Controls**
- 3-Button Remote Control (893LM)
  - Operating Range: ~200’
- Operating Temperature: -30°F to 150°F
- Frequency: - Remote Control: 310, 315 and 390 MHz Tri-Band
  - Garage Door Opener: Frequency Agile on 310, 315 and 390 MHz
- Security+ 2.0 Rolling Code Technology

**Security+ 2.0 Encrypted Controls**
- Motion Detecting Control Panel® (886LMW)
  - Program Remote Controls
  - Maintenance Alert System
  - Easy Wi-Fi Setup

**MyQ® Radio**
- 902–928 MHz
  - 50-Channel FHSS (Frequency Hopping Spread Spectrum)
  - Provides 2-way communication from garage door opener and MyQ Accessories.
  - Enables monitoring and control of garage door openers and lighting controls via smartphone, tablet or computer.

**Homelink® Compatible (Version 4.0 or Higher*)**
*May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com for additional information.

**Shipping.**

**Shipping Weight** (in lbs.)
- **18** HEAD
- **20** RAIL
- **4** Battery Backup (Optional)

**Cartons (3)**
- CARTON 1: 20” x 12” x 10”
  - Motion Detecting Control Panel (886LMW)
  - 3-Button Remote Control (893LM)
  - Garage Door Opener Head (8360W)
  - The Protector System® Safety Reversing Sensors
- CARTON 2: 10’4” x 5” x 5”
  - Assembled Solid-Steel Chain T-Rail
- CARTON 3 (Optional): 5.31” x 4.63” x 5.13”
  - Battery (485LM)

**Convenience and Safety.**

- Alert-2-Close/Unattended Close Operation†
- Motion Detection Feature on Control Panel
- Emergency/Quick Release
- Automatic Trolley Reconnect
- Ventilation/Pet Opening
- Down Safety Reverse
  - Safety Beam
  - Obstruction Turns Lights On
- Maintenance Alert System
- Garage Door Opener Capacity of up to 24 Remote Controls, 2 Wireless Keyless Entry Systems and 16 MyQ Devices

**Electrical**
- 100W 100W
- Max. 2 100-Watt Lightbulbs
- Adjustable Time
- Enhanced CFL (Compact Fluorescent) Compatible, Max. 27 Watts
- Disabled in Battery Backup Mode

**Energy Efficiency**
- Approximately 1.5-Watt Power in Standby Mode*
  *Occurs at Down Limit When Opener’s Lights Turn Off